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Do Our Best for Your Test 

Manual cooling system | LTC601A-1/LTC801A-1 | -60℃/-80℃    

 

Description 

This low temperature cooling system is specifically designed for low temperature Charpy impact test. Absolute 

ethyl alcohol is cooled down by compressor further to cool down the immersed specimen. 

 

Specifications 

Model LTC601A-1 LTC801A-1 

Temperature range Ambient ~ -60℃ Ambient ~ -80℃ 

Temperature control accuracy ±0.5℃ 

Constant temperature accuracy ±0.5℃ 

Cooling speed 

Ambient~0℃                     2.0℃/min 

0℃~-20℃                 1.5℃/min 

-20℃~-40℃                     1.0℃/min 

-40℃~-60℃(-40℃~-80℃)        0.7℃/min 

Inside dimension 120mm×120mm×70mm 

Specimen size (L×W×H) 55mm×10mm×(10mm,7.5mm,5mm,2.5mm) 

Specimen capacity 60 pieces 

Cooling medium Absolute ethyl alcohol (purity≥99.7%) 

Timing 1~99 minutes, resolution 1 minute 

Ethyl alcohol needed 
Around 5L (prepared by user, the liquid height should be higher than copper 

tube) 

Working temperature ≤25℃ 

Outside dimension 900mm×505mm×850mm 

Power supply Single phase, AC220V±10% 50Hz 3-phase 5-line, AC380V±10% 50Hz 

Power consumption 2.5kW 3kW 

Weight 150kg 

 
 

 

 

 

 

 

Shenzhen Wance Testing Machine Co., Ltd. 

Fuxinfa Industrial Park, Liuxiandong, Xili,  

Nanshan District, 518055, Shenzhen, China 

Tel: +86-755-23057996   Fax: +86-755-23057995 

Email: sales@wance.net.cn  
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